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tripod leg mounting

Mass: 2250 g

Material: galvanised steel, rubber, plastic

Parameters:

the universal holder (utB) can be attached to all tripods 
offered. the following winches are compatible with the 
holder (utB): rup502 / rup503 / rup504 / rup506.

device descriPtion:

tM 9-N,tM15 tripods can be equipped in tripod leg 
safety cords which prevent tripod legs from falling out 
during folding/unfolding.

tripod leg cables improve  
the convenience and safety of tripod use.

at017-150 - for tM15 tripod
tm9n-101-000 - for tM9-N tripod

 tripod  
tm 15 / tm 15G / tm 15 mini 

 tripods  
tm 1, tm 9-n  

 tripods  
tm 6, tm 12,  

tm 12-2,tm-14-Zse

UTb Handle

universal handle fot all protekt tripods

Optional safety cords
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tm 15

tm 9-ntm 1 tm 6

tm 14

tm 12

tm 12-2
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                                HYbRID wInCH

UTb HANDLE

SUMMaRY Of wInCHeS 

the universal holder is compatible with all
types of tripods, regardless of the profile used

RUP 504 RUP 506

RUP 503-URUP 502-U

RUP 505-U

mANuAL  
wiNcHEs

ELEctric  
wiNcHEs

HybriD  
wiNcH

tm 16
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+

HoLder  
crW 200-UB

device 
seLf-LockinG  

device 
crW 200

=

+

HoLder  
crW 300-UB

device 
seLf-LockinG 

device 
crW 300

=

UtB HandLe

SUMMaRY Of wInCHeS 

tm 15

tm 9-ntm 1 tm 6

tm 14

tm 12

tm 12-2

the universal holder is compatible with all
types of tripods, regardless of the profile used

tm 16
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Use of tHe triPod WitHoUt LiftinG devices as 
a moBiLe ancHor Point.

Use of triPod and retractaBLe tYPe faLL arrester 
WitH rescUe LiftinG device fUnction to safeGUard  
a Worker (WitH PossiBiLitY of instant evacUation).

Use of tHe triPod WitH LiftinG device and retractaBLe 
tYPe faLL arrester to Lift/lower a Worker.

Use of triPod  
WitH LiftinG device  
to Lift/LoWer a Worker.

no limitations

no limitations

no limitations

max. 2 m

eXaMPle USeS Of TRIPOD SeTS
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eN 795/B:2012
tS 16415/B:2013

Max.  
2 persons

Safety tripod tM 6 is a mobile anchoring 
device intended for protection of up 2 
persons at the same time. Guide wheels 
are integrated with the tripod head ena-
bling operation with rescue lifting devices 
without the need to use any additional 
pulley.

LiftinG  
and LoWerinG:norm:

rup 502-u 
Crw 200 
Crw 300 

comPatiBLe  
WitH: 

tM 1

12
9 

- 1
74

 c
m

167 cm

max. 10 º

dimensions

descriPtion  
of device:

Lower end of leg has a removable foot with rubber pads  
providing anti-slip protection.

Connector enables adjustment of the arm angle and loc-
king in one of 5 positions (from 80º up to 130º) by means  
of a cotter.

Leg is made of hot-dip galvanized steel, has 4-step  
adjustment, and is locked with a cotter.

pulley has 2 anchor points. upper anchor point on pulley is 
used for connecting crane tM 1 to a permanent structure. 
Lower anchor point on arm is used for installation of rescue 
lifting devices.

pulley’s wheel for guiding the twork rope  
of rescue lifting device

190 cm

22
 c

m

upper anchor point for connecting  
crane to permanent structure

lower anchor point for installation of rescue 
lifting devices

Head – PLan vieW

Height: 71 - 280 cm

opening diameter under tripod: -

Leg spacing: -

Device weight: 8 kg

Anchor points on head: 2

Lifting and lowering: 1  person only

transport dimensions: 190 x 22 x 22 cm

PeRSOnal TRIPODS



14 15

eN 795/B:2012
tS 16415/B:2013 Max.  

2 persons

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300

Safety tripod tM 6 is a mobile anchoring 
device intended for protection of up 2 
persons at the same time. Guide wheels 
are integrated with the tripod head ena-
bling operation with rescue lifting devices 
without the need to use any additional 
pulley.

tM 6

LiftinG  
and LoWerinG:norm:

comPatiBLe  
WitH: 

descriPtion  
of device:

two legs „A” are equipped with swivel wheels with brake to pro-
vide easier tripod mobility. wheels are made of aluminium alloy 
and rubber (wheel) and galvanized steel (housing).

The tripod legs are made of strengthened aluminium profiles. 
two legs “A” are equipped with a wheel (for guiding the work rope) 
and anchor point (bore) for mounting winches; the third leg “B” 
has no wheel or anchor point.

Support bars are made of powder coated galvanized steel. they 
help stabilize the tripod during work. each bar is secured with 
ratchets to prevent it from detaching during work

Automatic leg opening locks protect the tripod against acciden-
tal collapse during use.

the head is made of powder coated galvanized steel. equipped 
with 2 wheels for guiding the work rope on rescue lifting devices. 
Cotters above the wheels protect the rope against accidental 
slipping during work.

3 side anchor points on head 
for anchoring of person han-
dling the tripod.

Leg lock.

Height: 160 cm

opening diameter under tripod: 157 cm

Leg spacing: 116 cm

Device weight: 34 kg

Anchor points on head: 3

Lifting and lowering: maximum 2 persons

transport dimensions: 200 x 47 x 47 cm

200 cm

47
 c

m

16
0 

cm

116 cm

157 cm

PeRSOnal TRIPODS

dimensionsHead – PLan vieW
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Safety tripod tM 9-N is a portable 
anchoring device intended for up  
to 3 users.

eN 795/B:2012

tM 9-N                            

109 -150 cm

15
3 

- 2
10

 c
m

3 lateral anchor points on the head for the 
belayer tripod operator

Max.  
3 persons

Compatible with the 
following devices 
using the new utB 
support :

rup 502-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300
 

Head – PLan vieW

the following winches are compatible  
with the utB carrier: 

the head is made of galvanised 
powder-coated steel. It has 3 
bearing-mounted rollers to guide 
the working rope of rescue or 
hoisting devices

New composite feet

CRw 200

CRw 300

RUP 504

RUP 506

RUP 505-U

CRw 200-Ub
adapter for CRW 200

CRw 300-Ub
adapter for CRW 300

3 side anchor points on head for 
anchoring of person handling the 
tripod.

RUP 502-U

LiftinG  
and LoWerinG:norm:

comPatiBLe  
WitH: 

descriPtion  
of device:

PeRSOnal TRIPODS
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eN 795/B:2012
tS 16415/B:2013

Max.  
2 persons

comPatiBLe  
WitH : 

LiftinG  
and LoWerinG:

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300

tM 14-ZSe

norm:

tM 14 is a dual-purpose system:  
standard safety tripod and rescue 
frame.

descriPtion  
of device:

the pulley with  
 2 anchor points

PeRSOnal TRIPODS

veHicLe as a coUnterWeiGHt

FMinimum overall 
vehicle weight is 

3.5 tons.

Drive-on plate can be loaded by placing a vehicle wheel 
on the axle at which the motor is installed. Minimum 
overall vehicle weight is 3.5 tons.

the pulley is made of powder coated galva-
nized steel and has a wheel for guiding the 
winch rope when used as rescue frame. the 
pulley has an additional anchor point which 
can be used for e.g. mounting a retractable 
type fall arrester.

Supports with feet provide stability for arm 
with pulley at its end. they are made of alu-
minium and galvanized steel.

the drive-on plate is made of galvanized and 
stainless steel and is used for installation of 
counterweight. Counterweight can be a set 
of steel plates or a vehicle weighing 3.5 t. 
The plate can be fixed to the ground by me-
ans of mechanical or chemical anchors.

In order to improve the strength of the 
structure, the tripod legs with supports at 
their ends are secured with a steel chain.

Set of steel plates can be used as counter-
weight if the tripod cannot be anchored by a 
vehicle or fixed to the ground. Comprises 19 
special plates made of powder coated steel 
of 25 kg each. 

set of steeL PLates as a coUnterWeiGHt

Drive-on plate can be additionally loaded with special steel 
counterweight plates of 25 kg each.

F

SteeL pLAteS Set At015-600. 

• Counterweight plates - 16 pcs
• Set of mounting screws - 1 pc
• Counterweight bracket rods - 2 pcs
• rods plate - 1 pc

Drive-on plate can be fixed to a concrete or steel surface 
by means of at least 2 mechanical or chemical anchors 
with minimum tensile strength of 12 kN.

F

ancHorinG to tHe GroUnd

71 cm

20
8 

cm

16
5 

cm

362 cm

Height:                                                   208 cm

extension:    71 cm

overall length:    362 cm

Leg spacing:    165 cm

weight:    65 kg

Lifting and lowering:    max 200 kg
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eN 795/B:2012
tS 16415/B:2013

Max.  
2 persons

comPatiBLe  
WitH : 

LiftinG  
and LoWerinG:

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300

tM 14-SB

norm:

tM 14 is a dual-purpose system: stan-
dard safety tripod and rescue frame.

descriPtion  
of device:

the head is made of powder coated galvanized 
steel. two wheels for guiding the work rope rescue 
devices. Cotters above the wheels prevent the rope 
from accidental slipping during work.

the tripod legs are made of strengthened alumi-
nium profiles with 9-step adjustment, locked with 
cotters. two legs “A” are equipped with a wheel (for 
guiding the work rope) and anchor point (bore) for 
mounting winches; the third leg “B” has no wheel or 
anchor point.

Steel feet have rubber pads for flat surfaces and 
spiked edges for slippery surfaces.

tripod legs can be secured with textile webbing  
or steel chain.

Aluminium steps are mounted with cotters and pro-
vide easier access to the tripod head when exten-
ding the legs to their maximum height.

3 side anchor points on head 
for anchoring of person 
handling the tripod.

eXtension kit for tm 14-Zse

the kit upgrades tripod tM 14-SB to version tM 14-ZSe

the kit comprises: 
• pulley - 1 pc 
• Bracket - 2 pcs 
• Head support - 1 pc 
• Drive-on plate - 1 pc 
• Left bracket base - 1 pc 
• right bracket base - 1 pc 
• Chain - 1 pc 

additional option – kit at015-150Head – PLan vieW

Height: 179 - 289 cm

opening diameter under tripod: 158 - 256 cm

Leg spacing: 147 - 232 cm

Device weight: 38 kg

Anchor points on head: 3

Lifting and lowering: max. 2 persons
transport dimensions: 228 x 32 x 30 cm

dimensions

Dimensions are trhe same as tM 13 tripod (previous page).

PeRSOnal TRIPODS
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eN 795/B:2012
tS 16415/B:2013

Height: 139 - 221 cm    

opening diameter under tripod: 150 - 223 cm

tripod spacing: 139 - 191 cm

Spacing of the complete device: 325 - 368 cm

Beam weight: 30 kg

Beam length: 230 cm                  

Device weight: 76 kg

Maximum permissible load: 1000 kg

Lift / Lowering for: max. 2 persons

Fixed anchor points:  4

Movable anchor points:  2    

transport dimensions: 254 x 33 x 33 cm

tM 12 SpIDer is a personnel and ma-
terial device equipped with 2 movable 
and 4 fixed anchor points. With the 
system tM 12 Spider it is possible to 
use the left tripod as an independent 
work tripod for handling materials or 
lifting and lowering personnel.

descriPtion  
of device:

PeRSOnnel anD MaTeRIal COMbO TRIPODS

max 500 kgmax 1000 kg

trolley travel range trolley travel range

Movable  
anchor point

Fixed anchor 
point

tM 12-SpIDer

comPatiBLe  
WitH : 

LiftinG  
and LoWerinG:

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300 

Max. 2 persons or 
capacity of up to 1000  kg

eXtended variant – Work comBo triPod

the tripod’s head is made of powder coated galva-
nized steel. It is equipped with an attachment po-
int for a pulley and an additional anchor point for 
attaching of person handling the tripod.

Steel trolley travelling along the beam is a mova-
ble anchor point which can be locked in a fixed 
position. the point withstands loads of up to 
1000 kg or enables lifting/lowering of 1 person.

the tripod’s beam is made of powder coated 
galvanized steel, and has 2 permanent anchor 
points for person handling the tripod. the beam 
is equipped with a level indicating whether the 
device is set properly.

Steel trolley travelling along the beam is a mova-
ble anchor point which can be locked in a fixed 
position. the point withstands loads of up to 500 
kg.

the tripod’s legs are made entirely of aluminium, 
and feature 7-step adjustment for flexible adapta-
tion of the device’s height to desired conditions.

the tripod’s legs can be secured with a light texti-
le webbing or a heavier steel chain.

Anti-slip tripod’s foot can be adjusted to slippery 
surfaces.

13
9 

- 2
21

 c
m

150 - 223 cm

Max. height: 221 cm

139 - 191 cm

Height: 139 - 221 cm    
opening diameter under tripod: 150 - 223 cm
tripod spacing: 139 - 191 cm
Device weight: 72 kg
Lift / Descent for: max. 1 person
Fixed anchor points: 2
Maximum permissible load: 1000 kg

Max. 2 persons or 
capacity of up to 1000 kg

eN 795/B:2012
tS 16415/B:2013

norm:
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tM 12-2 HeXApoD

LiftinG  
and LoWerinG:norm:

tM 12-2 HeXApoD is a personnel and 
material device equipped with 2 mova-
ble and 6 fixed anchor points.

descriPtion  
of device:

eN 795/B:2012
tS 16415/B:2013

Max. 2 persons or 
capacity of up to 1000  kg

max 1000 kg

trolley travel range

Height: 139 - 221 cm
opening diameter under tripods: 150 - 223 cm
tripod spacing: 139 - 191 cm
Spacing of complete device: 464 - 537 cm
Beam weight: 34 kg
Beam length: 280 cm                  
Device weight: 90 kg
Fixed anchor points: 6
Maximum permissible load:       1000 kg
Lift / Descent for:          max. 2 persons
Movable anchor points:                                                                       2    
transport dimensions:                                         254 x 33 x 33 cm

Movable  
anchor point

Fixed anchor 
point

comPatiBLe  
WitH : 

25

Height: 139 - 221 cm    
opening diameter under tripod: 150 - 223 cm
tripod spacing: 139 - 191 cm
Device weight: 86 kg
Lift / Descent for: max. 1 person
Fixed anchor points: 2
Maximum permissible load: 1000 kg

the tripod’s head is made of powder coated galva-
nized steel. It is equipped with an attachment po-
int for a pulley and an additional anchor point for 
attaching of person handling the tripod.

Steel trolley travelling along the beam is a movable 
anchor point which can be locked in a fixed po-
sition. the point withstands loads of up to 1000 kg 
or enables lifting/lowering of 1 person.

the tripod’s beam is made of powder coated galva-
nized steel, and has 2 permanent anchor points for 
a person handling the tripod. the beam is equip-
ped with a level indicating whether the device is 
set properly.

Steel trolley travelling along the beam is a movable 
anchor point which can be locked in a fixed po-
sition. the point withstands loads of up to 500 kg.

the tripod’s legs are made entirely of aluminium, 
and feature 7-step adjustment for flexible adapta-
tion of the device’s height to desired conditions.

the tripod’s legs can be secured with a light textile 
webbing or a heavier steel chain.

Anti-slip tripod’s foot can be adjusted to slippery 
surfaces.

13
9 

- 2
21

 c
m

150 - 223 cm

Max. height: 221 cm

139 - 191 cm

with the system tM 12-2 Hexapod it is possible to use side tripods 
as independent work tripods for handling materials or lifting and 
lowering personnel

2x

eXtended variant – Work comBo triPod

Max. 2 persons or 
capacity of up to 1000 kg

eN 795/B:2012
tS 16415/B:2013

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300 

PeRSOnnel anD MaTeRIal COMbO TRIPODS
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norm:
descriPtion  
of device:

the lightweight tM15 / tM15G / tM 15 MINI 
aluminium safety tripod is an anchor point 
according to eN795/B and tS16415/B and can 
be used as a fall protection equipment. the 
tM15 tripod provides protection for up to 3 
people at a time. the tM15 tripod consists 
of a powder-coated aluminium head with 3 
ball-bearing polyamide rollers. the tripod is 
also equipped with 3 anchorage points on 
the side walls of the tripod head. each of 
these points can be used as an anchor point 
for equipment to protect against falls from 
height. one point is designed for a maximum 
of one user at a time.

tM 15 / tM 15G / tM 15 MINI

comPatiBLe  
WitH BeLoW devices  
UsinG neW UtB Bracket : 

LiftinG  
and LoWerinG:

Max. 3 persons 
or 1000 kg

eN 795/B:2012
tS 16415/B:2013

the tripod legs are made of strengthened aluminium pro-
files with 9-step adjustment, locked with cotters. Legs are 
equipped with a wheels (for guiding the work rope) and  
anchor point (bore) for mounting winches.

the head is made of powder coated aluminum and has three  
ball-bearing wheels for guiding the work rope on rescue or lifting 
devices. 

Steel feet have rubber pads for flat surfaces and spiked edges for 
slippery surfaces.

Aluminium steps are mounted with cotters and provide easier 
access to the tripod head when extending the legs to their max-
imum height.

226 cm

33
 c

m

21
5-

33
0 

cm

149 cm

Side anchor points for anchoring of person 
handling the tripod.

dimensionsHead – PLan vieW

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300

PeRSOnnel anD MaTeRIal COMbO TRIPODS

The TM 15G tripod variant performs 
all the functions of the TM 15 tripod, 
however, it can be used in explosive 
areas.

112-174 cm

96 - 150 cm 

19
7 c

m
 - 

31
3 

cm

The TM 15G tripod variant performs 
all the functions of the TM 15 
tripod, however, it can be used in 
explosive areas.

65,6 - 127,7 cm
111

 c
m

 - 
22

7 c
m

55,5 - 109,3 cm

tM 15 tM 15G

tM 15 MINI
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Head – PLan vieW

norm:
descriPtion  
of device:

tM 16

comPatiBLe  
WitH BeLoW devices  
UsinG neW UtB Bracket : 

LiftinG  
and LoWerinG:

the lightweight tM16 aluminium safety 
tripod is an anchor point according to 
eN795/B and tS16415/B and can be used 
as a fall protection equipment. the 
tM15 tripod provides protection for up 
to 3 people at a time. the tM15 tripod 
consists of a powder-coated aluminium 
head with 3 ball-bearing polyamide 
rollers. the tripod is also equipped with 3 
anchorage points on the side walls of the 
tripod head. each of these points can be 
used as an anchor point for equipment 
to protect against falls from height. one 
point is designed for a maximum of one 
user at a time.

Max. 3 persons 
or 1000 kg

eN 795/B:2012
tS 16415/B:2013

Ø 112 - 174 cm

Fixed anchor point

226 cm

33
 c

m

21
5-

33
0 

cm

149 cm

Side anchor points for anchoring of person 
handling the tripod.

dimensions

RUP 503 
wItH utB

RUP 502 
wItH utB

the universal holder (utB) can be 
attached to all tripods offered. the 
following winches are compatible  
with the utB carrier:  
 
rup502/rup 502-t  
rup503/rup503 - t

UTb holder 
described on page 4.

rup 502-u 
rup 503-u 
rup 504 
rup 505-u 
rup 506
Crw 200 
Crw 300

10
54

 – 
16

62
 m

m

New swivel foot with suction cup with a diameter of 120mm.  

the tripod legs are made of strengthened aluminium pro-
files with 9-step adjustment, locked with cotters. Legs are 
equipped with a wheels (for guiding the work rope) and  
anchor point (bore) for mounting winches.

Head made of powder painted aluminum. It has 3 bearing roll-
ers for guiding the working rope of rescue or hoisting devices.  
Locks leg opening in 3 different positions.

New swivel foot with rubber base with a diameter of 120mm.  

PeRSOnnel anD MaTeRIal COMbO TRIPODS
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tM 16
Variant 1 Variant 2 Variant 3

Tm 16 tripod set up on a stainless steel tank. The tripod 
is fixed to the ground by means of swinging feet with 
suction cups, enabling precise adjustment of the work 
station to environmental conditions.

When installing the device on irregularly shaped surfaces the 
use of chain or tape to connect the legs may be problematic. It 
is permissible to use bracing in the form of additional pipes with 
diameters from 48.3mm to 60mm connecting individual legs by 
means of rotating SPC pipe connectors.

SPC pipe connector

Ø284 Ø207 Ø116

PeRSOnnel anD MaTeRIal COMbO TRIPODS

Variant  1

Variant  2

Variant  3

Ø116

Ø207

Ø284
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Compatible with ALL 
personal  
tripod types 
 

1 : 5
Variant 1 

1 : 25

Variant 2 
1 : 12

rup 502-u is a winch equipped with a 
clamp for mounting on tripod leg. the 
winch is equipped with six-strand steel 
cable with natural fibre kern of 20 and 
25 m in length and 6.3 mm in diameter; 

rup 502 is a component of rescue 
equipment. the device,  can be lifted 
from a lower level onto a higher level or 
vice-versa.  
the descent distance cannot be more 
than 2 m. 

with the ratio used in the mechanism 
it is possible to make one turn of  the 
drum per 5 turns of the winch’s crank. 

the crank arm is available in 2 lengths 
which, depending of the variant chosen, 
enable torque adjustment. 

the rup 502 rescue device complies 
with eN 1496/B.

Spring-type energy  
absorber SDw

accessories:

6x19+NFC

25 m

20 m

ø 6,3 mm

overaLL  
mecHanism ratio: 

comPatiBLe  
WitH : 

sPUr  
GearinG: 

caBLe LenGtH  
variants:

caBLe  
Parameters:

1 person  
at max. 140 kg

eN 1496/B

rup 502-u
ReSCUe DeVICeS & lIfTInG DeVICeS

winch weight: 13 kg,  14 kg

Available cable variants: 20 m,  25 m

Cable diameter: 6,3 mm

Cable type:  6x19 + NFC

Mechanism ratio: 1 : 5

Force applied to lift 140 kg for variant 1: 5,6 kG

Force applied to lift 140 kg for variant 2: 11,6 kG

permissible work load: 140 kg

Standard: eN 1496/B

Compatible with ALL tripod types

Fmax = 140 kg

Variant 1: 

At load weight (Fmax) of 140 kg force 
applied to the crank (Fk) shall be 5.6 kG.

Fk = Force applied  
       to crank 
        
        ratio: 
        1:25

Variant 2: 
 
At load weight (Fmax) of 140 kg force 
applied to the crank (Fk) shall be 11.6 kG.

Fmax = 140 kg

Fk = Force applied  
       to crank 
        
       ratio: 
       1:12

rescue winch rup 502 is offered with  
spring-type energy absorber SDw.

1. 2.

1. 2.

Fk

Fk

main featUres:

+

Simple mounting of the winch on the 
tripod leg by means of a clamp: 

1. rup 502
2. utB Clamp

Loads:

assemBLY:

kit:
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Variant 1 
1 : 27

tM 6
tM 12
tM 12-2 
tM 15

rup 503-u is a winch equipped with clamp 
for mounting on tripod leg. the winch is 
equipped with six-strand steel cable with 
natural fibre kern, available in options of 25 
m, 35 m, 45 m, 50 m in length and 6.3 mm in 
diameter; 

rup 503-u is a component of rescue equip-
ment. usingthe device, a casualty can be 
lifted from a lower level onto a higher level or 
vice-versa. the descent distance cannot be 
more than 2 m; 

with the ratio used in the mechanism it is 
possible to make one turn of  the drum per 
7.2 turns of the winch’s crank; 

Crank arm can be disassembled for easier 
transport; 

the rup 503 rescue device  
complies with eN 1496/B. 

Spring-type energy  
absorber SDw

accessories:

25 m

35 m

45 m

50 m

1 : 7,2

overaLL  
mecHanism ratio: 

comPatiBLe  
WitH : 

sPUr  
GearinG: 

caBLe LenGtH  
variants:

caBLe  
Parameters:

6x19+NFC

ø 6,3 mm

main featUres:

Switch for winch mechanism clutch 
disengagement and switching of 

descent/lift modes.

rup 503-u

winch weight depending on cable length: 22,5 kg to 26,2 kg

Cable length: 25 m, 35 m, 45 m  or 50 m
Cable diameter: 6,3 mm

Cable type: 6x19 + NFC

Mechanism ratio: 1 : 7,2

Force required for pulling load with weight of 200 kg: 7,41 kG

permissible work load: 200 kg

Compatible with tripod types: tM6, tM12, tM12-2, tM15

Standard: eN 1496/B

Fmax = 200 kg

Fk = Force applied to crank 
       ratio: 1:27

At load weight (Fmax) of 200 kg force 
applied to the crank (Fk) shall be 7.41 kG.

1. 2.

2 persons  
at max. 200 kg

eN 1496/B

rescue winch rup 502 is offered with  
spring-type energy absorber SDw.

1.

+

Simple mounting of the winch on the 
tripod leg by means of a clamp: 

1. rup 502
2. utB Clamp

ReSCUe DeVICeS & lIfTInG DeVICeS

Loads:

assemBLY:

kit:
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1 : 2,13

tM 9 - N 
tM 15

Spring-type energy  
absorber SDw 
 

accessories:

1 : 6,28
Variant 2 

1 : 39,9

Variant 1 
1 : 13,5

unlimited

ø 10-11 mm
rope sold separately

overaLL  
mecHanism ratio: 

comPatiBLe  
WitH : 

sPUr  
GearinG: 

caBLe LenGtH  
variants:

caBLe  
Parameters:

main featUres:

Loads:

kit:

rup 505-u is a rescue lifting device 
equipped with clamp for mounting of the 
device on a tripod leg. the lifting device 
operates with static textile ropes of 
length as required by the customer. the 
rope should be ordered separately. 

rup 505-u is a component of rescue 
equipment.using the device, a casualty 
can be lifted from a lower level onto a 
higher level or vice-versa. the descent 
distance cannot be more than 2 m; 

with the ratio used in the mechanism it 
is possible to make one turn of the drum 
per 2.13 turns of the device’s crank or in 
the second mode, 6.2 turns; 

the crank is easily dismounted to facili-
tate transport; 

the rup 505 rescue device complies 
with eN 1496/B.

rup 505-u
1. 2.

1. 2.

Fk

Simple mounting of the device on the 
tripod leg by means of a clamp:

1. utb Clamp
2. rup 505-u

Variant 1: 

At load weight (Fmax) of 150 kg
force applied to the crank (Fk) shall 
be 11,11 kG 

Variant 2: 

At load weight (Fmax) of 150 kg
force applied to the crank (Fk)  
shall be 3,75 kG

Fk

Lifting device weight: 8 kg

rope length: unlimited

rope type: od 10 do 11 mm

rope diameter: static textile rope  
conforms with eN 1891

Mechanism ratio 1: 1 : 2,13

Mechanism ratio 2: 1 : 6,28

Force applied to lift  150 kg kg for variant 1: 11,11 kG

Force applied to lift  150 kg kg for variant 2: 3,75 kG

permissible work load: 150 kg

Compatible with tripod type: tM 9- N, tM 15

Standard: eN 1496/B

Fmax = 150 kg

Fk = force applied to         
crank 
        
        ratio:   
        1 : 13,5

Fk = force applied  
       to   crank   
      
        ratio:  
        1 : 39,9

Fmax = 150 kg

personal lifting 
device for up to  

150 kg

eN 1496/B

+

ReSCUe DeVICeS & lIfTInG DeVICeS
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rUP 506 cable battery powered winch 

electric battery winch equipped with a wire rope of 5mm in diameter and of the lenght of 15m, rolled on a drum. the device is used to lift goods. 
Admissible working load while lifting goods (wLL): 140kg. If an additional tu415/tu416 block is used, the working load when lifting goods (wLL) can be 
increased to 250kg. the device can be used to lift and descend people and to evacuate them when an additional self-holding device of the wr / Cr / 
Crw series is used. Admissible working load when lifting/descending people (wLL): 140kg. Battery backup. the kit includes two 18V 4.0Ah batteries 
together with a charger. the battery life at full load equals ~ 20...25 minutes. operating speed: 4m/min (when using tu415/tu416 block - 2m/min). the 
device is equipped with a tie plate (rup506-000-001) as well as with a utB connector (At017-330). 

PaRaMeTeRS

weight: 10 kg

wLL: 140 kg - for cargo
140 kg - for the persons 

Diameter of the rope: 5 mm

Length of rope: 15 m

type of rope: steel

Dimensions: 288 x 122 x 144

Compatible with: tM 1, tM 6, tM 9-N, tM12, tM12-2, 
tM 14, tM 15

RUP 506 + UTb COnneCTOR

rup 506
eleCTRIC wInCHeS

rUP 504 cable single-phase 230v electric winch

A 230V AC 1-phase electric winch equipped with a wire rope of the diameter of 6mm and the length of 30m rolled on a drum. the device is used to lift 
goods. Admissible working load while lifting goods (wLL): 500kg. If an additional tu415 / tu416 block is used, the working load when lifting goods 
(wLL) can be increased to 1000kg. the device can be used to lift and descend people and to evacuate them when an additional self-holding device  of 
the wr / Cr / Crw series is used. Admissible working load when lifting / descending people (wLL): 200kg. A 230V 1-phase alternating power supply. 
the kit includes a cable for connection to the mains with an eu plug.operating speed: 7m/min (when using tu415/tu416 block - 3.5m/min). the device 
is equipped with a tie plate (rup506-000-001) as well as with a utB connector (At017-330).

PaRaMeTeRS

weight: 21 kg

wLL: 500 kg - for cargo
200 kg - for the persons 

Diameter of the rope: 6 mm

Length of rope: 30 m

type of rope: steel

Dimensions: 490 X 170 X 180

Compatible with:
tM 6, tM 9-N, tM12,  
tM12-2, tM 14,  
tM 15

RUP 504 + UTb COnneCTOR UTbUTb

rup 504
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Variant 1 
1 : 22 1 : 8,87x19 + IwrC

15 m

ø 4,7 mm

comPatiBLe  
WitH : 

sPUr  
GearinG: 

overaLL  
mecHanism ratio: 

caBLe  
Parameters:

caBLe LenGtH  
variants:

Compatible with ALL  
personal tripod types

+

HoLDer  
Crw 200-uB

DeVICe 
SeLF-LoCkING  

DeVICe 
Crw 200

=+

utB Handle
Crw 200 is a combination of a retractable type fall arrester and 
a rescue lifting device. the device is equipped with a manual 
winch featuring lift and descent functions.In order to install on the 
tripod, first mount an adequate mounting clamp; 

Connector has a fall indicator; the design requires no energy 
absorber; 

permissible work load: 140 kg; 

with the ratio used in the mechanism it is possible to make one 
turn of the drum per 7.4 turns of the winch’s crank; 

retractable type fall arrester Crw 200 is a component of personal 
fall protection equipment and conforms to eN 360 and eN 1496/B.

Hook with fall indicator 

Fmax

At load weight (Fmax) of 140 kg  
force applied to the crank (Fk)  
shall be 6.4 kG.

Fk = force applied  
       to crank   
       ratio: 1:22

Crw 200
ReSCUe DeVICeS & lIfTInG DeVICeS

winch weight:   11 kg

Cable length:   15 m

Cable diameter:   4,8 mm

Cable type:   7x19 + IwrC

Mechanism ratio:   1 : 8,8

Force required for pulling load with weight of 140 kg:   6.4 kG

permissible work load:   140 kg

Standard:   eN 1496/B

Compatible with ALL personal tripod types

Clamp for mounting retractable type fall arrester Crw 200 on the tripod leg. According to the leg 
thickness, either clamp utB + Crw 200-uB. the clamp is simple to mount and is made of galvanized 

steel. Above is an example mounting of clamp tripod leg.

example mounting of fall arrester Crw 200 
by means of clamp Crw 200-uB on tripod 

leg.

example mounting of fall arrester Crw 200  
by means of side anchor point on tripod head.

Side anchor point on tripod head can be used to attach fall arrester Crw 200 by means of  
connector AZ 017.

1 person  
at max. 140 kg

eN 1496/B 
eN 360

main featUres:
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1 : 7,4
Variant 1 

1 : 22

25 m
Compatible with ALL  
personal tripod types

ø 4,7 mm

7x19 + iWrc

comPatiBLe  
WitH : 

sPUr  
GearinG: 

overaLL  
mecHanism ratio: 

caBLe  
Parameters:

caBLe LenGtH  
variants:

+

HoLder  
crW 300-UB

device 
seLf-LockinG 

device 
crW 300

=+

UtB Handle

Crw 300 is a combination of a retractable type fall arrester and a 
rescue lifting device. the device is equipped with a manual winch 
featuring lift and descent functions. In order to install on the 
tripod, first mount an adequate mounting clamp; 

Connector has a fall indicator; the design requires no energy 
absorber; 

permissible work load: 140 kg; 

with the ratio used in the mechanism it is possible to make one 
turn of the drum per 7.4 turns of the winch’s crank; 

retractable type fall arrester Crw 300 is a component of personal 
fall protection equipment and conforms to eN 360 and eN 1496/B.

Fmax

At load weight (Fmax) of 140 kg  
force applied to the crank (Fk)  
shall be 6.3 kG.

Fk = force applied to crank   
       ratio: 1:22

Hook with fall indicator 

Crw 300

Clamp for mounting retractable type fall arrester Crw 300 on the tripod leg. According to the leg 
thickness, either clamp Crw 300-uB is used. the clamp is simple to mount and is made of galvani-

zed steel.

winch weight:   15 kg

Cable length:   25 m

Cable diameter:   4,8 mm

Cable type:   7x19 + IwrC

Mechanism ratio:   1 : 7,4

Force required for pulling load with weight of 140 kg:   6.3 kG

permissible work load:   140 kg

Standard:   eN 1496/B
Compatible with ALL personal tripod types

example mounting of fall arrester Crw 
300 by means of side anchor point on 

tripod tM 6 head.

Side anchor point on tripod head can be used to attach fall arrester Crw 300 by means of  
connector AZ 017.

example mounting of fall arrester Crw 
300 by means of clamp Crw 300-uB 

on tripod leg.

main featUres:

ReSCUe DeVICeS & lIfTInG DeVICeS

1 person  
at max. 140 kg

eN 1496/B 
eN 360
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max. 6.3 mm
for steel cable

Cable DIaMeTeR:

between 8 and 12 mm
for textile rope

between 6.3 mm  
and 8 mm for steel cable

Cable DIaMeTeR:

between 10,5  
and 14 mm for textile rope

max. 6.3 mm
for steel cable

Cable DIaMeTeR:

between 8 and 12 mm
for textile rope

wORk lOaD: wORk lOaD:wORk lOaD:

permissible work load:
10 kN

permissible work load:
10 kN

permissible work load:

20 kN

puLLeYS  
pL 101, tu 415, tu 416

winch cable Lifted object

PL 101

Basic pulley of 90 mm in diameter attached at anchor point on 
the tripod head. Made of galvanized steel and polyamide. Con-
nected to anchor point by means of connector AZ 090.

winch cable

Lifted object

winch cable

Lifted object

Side anchor point

tU 415

pulley tu 415 with steel hook is used for lifting and lowering loads 
with weight of up to 1000 kg. It can be used both with steel cables 
(of up to 6.3 mm in diameter) and textile ropes (of diameters be-
tween 8 and 12 mm). the mechanism ratio 2:1 enables reduction 
of the force required to lift a given load, thus allowing for lifting 
of as much as twice the load using a given winch. the product 
can be used with all winches and protekt tripods. when used with 
tripods and winches with admissible load of 500 kg (tM 9 series) 
it is possible to increase the load capacity of the whole combina-
tion  up to 1000 kg.

tU 416 
 
pulley tu 416 with steel hook is used for lifting and lowering 
loads with weight of up to 2000 kg. It can be used both with steel 
cables (between 6.3 and 8.0 mm in diameter) and textile ropes 
(of diameters between 10,5 and 14 mm). the mechanism ratio 2:1 
enables reduction of the force required to lift a given load, thus 
allowing for lifting of as much as twice the load using a given 
winch. the product can be used with all winches and protekt tri-
pods. when used with tripods and winches with admissible load 
of 1000 kg (tM 6-t, tM 12, tM 12-2, tM 15) it is possible to increase 
the load capacity of the whole combination up to 2000 kg.

PL 101

PL 101

PL 101 tU 415 tU 416

Material: polyamide, galvanized steel polyamide, galvanized steel Cast iron, galvanized steel

weight: 0,45 kg 1,14 kg 2,54 kg

pulley wheel diameter: 90 mm 90 mm 110 mm

Dimensions: 133x56x128 mm 300x130x56 mm 330x130x56 mm

Static strength: 15 kN 10 kN 20 kN

Breaking strength: 30 kN 50 kN 60 kN

Admissible weight load: 1000 kg 1000 kg 2000 kg

Side anchor point Central anchor point

Central anchor 
point

Central anchor point

MAIN FeAtureS:

ReSCUe DeVICeS & lIfTInG DeVICeS
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