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EN795: 2012 typ A 
CEN/TS 16415:2013 

HLB 700 
Universal safety post
for concrete and steel structures

14 kN
 STATIC 
 STRENGTH 

 security 
 for 3 users 
 at the same time 

 Simple installation 
 method by means 
 of chemical bonding 

 chemical resin 
 Hilti HVU2 

M16
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New

The assembly is carried out using a 
screwdriver by rotating the rod in a che-
mical resin until it is pressed up to the 
nut itself.The Hilti HVU2 chemical resin 
inserted in the hole

Universal safety post HLB 700

installation option

Chemical resin  
Hilti HVU2 placed  
in the hole

A prepared opening 
with an inserted 
HLB 700 post

 assembly for concrete  

Roof insulation
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NewUniversal safety post HLB 700

 assembly for steel structure  

Assembly using
nut and a M16 washer

installation option
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NewUniversal safety post for concrete 
and steel structures 
HLB 700
Dimensions 
of the post

The HL 700 universal safety post is an anchoring device in accordance with EN795:2012
type A and CEN/TS/16415:2013. The safety post is made of stainless steel and is intended 
for 3 users working simultaneously. The static strength of the post is min. 14 kN. The post
is intended for fastening to both concrete structures (bonding) and steel structures (screwing 
in). The safety post complies with the European Parliament and of the Council (EU) Regula-
tion 2016/425 dated March 9, 2016 on safety equipment.


